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4.3.1 Colocar o
microfone numa
posição estável

4.3.2 Dicas de 
aplicação

Fig. 2: Sonorização
num teatro

Fig. 5: Captação de
um coro

girar. Se ligar os holofotes de novo, o microfone irá
girar para a posição inicial ajustado anteriormente.

Para colocar o microfone numa posição estável,
1. Enfie uma linha de pesca (linha transparente de nylon)

com o respectivo comprimento pelo ilhó no clipe de
mola do CHM 99.

2. Fixe a linha de pesca em duas paredes opostas de tal
forma que a força que puxa para baixo a linha seja
suficiente para fixar o microfone nas partes laterais. 
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4.3.3 Ligação de
áudio

4.4 Conexão a
entradas sem 
alimentação 
fantasma

4.4.1 Entradas
balanceadas

Fig. 4: Circuito com
transformador de
entrada com ligação
no meio (isolado da
terra)

Fig. 5: Circuito com
transformador sem
ligação no meio
(isolado da terra)

1. Ligue o microfone por meio de um cabo blindado a
uma entrada de microfone com alimentação fantas-
ma.

2. Se a alimentação fantasma da sua mesa de mixagem
for comutável, ligue-a (leia o manual da sua mesa de
mixagem).
O microfone recebe a corrente diretamente da ali-
mentação fantasma.

Se a sua mesa de mixagem não possuir alimentação fan-
tasma, ligue um alimentador fantasma entre a entrada de
microfone e o adaptador de alimentação fantasma DPA.
Recomendamos os alimentadores opcionais da AKG dos
tipos B 18.
É possível, porém, mandar completar as entradas de
microfone por uma alimentação fantasma conforme a
IEC 61938 por um técnico qualificado. Tal norma
prescreve uma tensão positiva de 12, 24, ou 48 Volt nos
condutores áudio em relação à blindagem do cabo.

4457_09_AKG_BDA_GN-Compact_ps  10.09.2009  11:53 Uhr  Seite 57

Prinect Printready ColorCarver
Page is color controlled with Prinect Printready ColorCarver 4.0.72
Copyright 2008 Heidelberger Druckmaschinen AG
http://www.heidelberg.com

You can view actual document colors and color spaces, with the free Color Editor (Viewer), a Plug-In from the Prinect PDF Toolbox. Please request a PDF Toolbox CD from your local Heidelberg office in order to install it on your computer.

Applied Color Management Settings:
Output Intent (Press Profile): Print Gray.icm

RGB Image:
Profile: ECI_RGB.icm
Rendering Intent: Perceptual
Black Point Compensation: no

RGB Graphic:
Profile: ECI_RGB.icm
Rendering Intent: Perceptual
Black Point Compensation: no

CMYK Image:
Profile: ISOcoated_v2_eci.icc
Rendering Intent: Perceptual
Black Point Compensation: no
Preserve Black: no

CMYK Graphic:
Profile: ISOcoated_v2_eci.icc
Rendering Intent: Perceptual
Black Point Compensation: no
Preserve Black: no

Device Independent RGB/Lab Image:
Rendering Intent: Perceptual
Black Point Compensation: no

Device Independent RGB/Lab Graphic:
Rendering Intent: Perceptual
Black Point Compensation: no

Device Independent CMYK/Gray Image:
Rendering Intent: Perceptual
Black Point Compensation: no

Device Independent CMYK/Gray Graphic:
Rendering Intent: Perceptual
Black Point Compensation: no

Turn R=G=B (Tolerance 0.5%) Graphic into Gray: yes

Turn C=M=Y,K=0 (Tolerance 0.1%) Graphic into Gray: no
CMM for overprinting CMYK graphic: no
Gray Image: Apply CMYK Profile: no
Gray Graphic: Apply CMYK Profile: no
Treat Calibrated RGB as Device RGB: no
Treat Calibrated Gray as Device Gray: yes
Remove embedded non-CMYK Profiles: no
Remove embedded CMYK Profiles: yes

Applied Miscellaneous Settings:
Colors to knockout: yes
Gray to knockout: yes
Pure black to overprint: yes  Limit: 98%
Turn Overprint CMYK White to Knockout: yes
Turn Overprinting Device Gray to K: yes
CMYK Overprint mode: set to OPM1 if not set
Create "All" from 4x100% CMYK: no
Delete "All" Colors: no
Convert "All" to K: no




4 Montagem e ligação

58

4.4.2 Entradas
não-balanceadas

Fig 6: Etapa de entra-
da não

balanceada

Tabela 2: Valores-
padrão para Rv (2x
Rv respetivamente)

Se as entradas da mesa de mixagem estiverem ligadas à
terra ou não possuirem transformador de entrada, terá de
introduzir ou condensadores ou transformadores adicio-
nais nos condutores áudio, a fim de evitar a perturbação
da etapa de entrada por corrente de fuga.

Vcc Rv 2 x Rv*
12V ±2V 330 Ω 680 Ω
24V ±2V 680 Ω 1200 Ω
48V ±4V 3300 Ω 6800 Ω

* As resistências 2xRv só podem, por razões de simetria,
possuir uma tolerãncia máxima de 0,5 %
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4.5 Atenuação dos
graves

Fig. 7: Parafuso de
fixação

Veja fig. 7.

Fig. 8: A placa de 
circuito do DPA

Veja fig. 8.

O adaptador de alimentação fantasma DPA está provido
de um atenuador de graves a fim de suprimir ruídos per-
turbadores de baixa freqüência.

1. Solte o parafuso de fixação no microfone ou no adap-
tador de alimentação fantasma DPA.

2. Remova COM CAUTELA a placa de circuito da carcaça.

3. Para ativar o atenuador de graves insera a conexão de
arame J1 no par de contatos central na placa de circui-
to.

CHM 99

CGN 
99 ...

4457_09_AKG_BDA_GN-Compact_ps  10.09.2009  11:53 Uhr  Seite 59

Prinect Printready ColorCarver
Page is color controlled with Prinect Printready ColorCarver 4.0.72
Copyright 2008 Heidelberger Druckmaschinen AG
http://www.heidelberg.com

You can view actual document colors and color spaces, with the free Color Editor (Viewer), a Plug-In from the Prinect PDF Toolbox. Please request a PDF Toolbox CD from your local Heidelberg office in order to install it on your computer.

Applied Color Management Settings:
Output Intent (Press Profile): Print Gray.icm

RGB Image:
Profile: ECI_RGB.icm
Rendering Intent: Perceptual
Black Point Compensation: no

RGB Graphic:
Profile: ECI_RGB.icm
Rendering Intent: Perceptual
Black Point Compensation: no

CMYK Image:
Profile: ISOcoated_v2_eci.icc
Rendering Intent: Perceptual
Black Point Compensation: no
Preserve Black: no

CMYK Graphic:
Profile: ISOcoated_v2_eci.icc
Rendering Intent: Perceptual
Black Point Compensation: no
Preserve Black: no

Device Independent RGB/Lab Image:
Rendering Intent: Perceptual
Black Point Compensation: no

Device Independent RGB/Lab Graphic:
Rendering Intent: Perceptual
Black Point Compensation: no

Device Independent CMYK/Gray Image:
Rendering Intent: Perceptual
Black Point Compensation: no

Device Independent CMYK/Gray Graphic:
Rendering Intent: Perceptual
Black Point Compensation: no

Turn R=G=B (Tolerance 0.5%) Graphic into Gray: yes

Turn C=M=Y,K=0 (Tolerance 0.1%) Graphic into Gray: no
CMM for overprinting CMYK graphic: no
Gray Image: Apply CMYK Profile: no
Gray Graphic: Apply CMYK Profile: no
Treat Calibrated RGB as Device RGB: no
Treat Calibrated Gray as Device Gray: yes
Remove embedded non-CMYK Profiles: no
Remove embedded CMYK Profiles: yes

Applied Miscellaneous Settings:
Colors to knockout: yes
Gray to knockout: yes
Pure black to overprint: yes  Limit: 98%
Turn Overprint CMYK White to Knockout: yes
Turn Overprinting Device Gray to K: yes
CMYK Overprint mode: set to OPM1 if not set
Create "All" from 4x100% CMYK: no
Delete "All" Colors: no
Convert "All" to K: no




60

5 Especificações

* ref. a 1 V/Pa

Este produto corresponde às normas citadas na declaração de conformidade,
que pode pedir na nossa página da web http://www.akg.com, ou enviando-nos
um email para sales@akg.com.

Microfone CGN 99 C/S CGN 99 H/S
CGN 99 C/L CGN 99 H/L CHM 99

Tipo microfone de condensador com carga permanente
Característica direccional cardióide hipercardióide cardióide
Resposta de freqüência 70-18.000 Hz 50-19.000 Hz 70-18.000 Hz
Sensibilidade 18 mV/Pa 12 mV/Pa 18 mV/Pa

� -35 dBV* � -38 dBV* � -35 dBV*
Pressão sonora limite
(1% de distorsão) 125 dB 125 dB 125 dB
Nível equivalente de ruído <21 dB-A <21 dB-A <21 dB-A
Relação sinal/ruído
(ponderação A.) >73 dB >73 dB >73 dB
Impedância elétrica <600 Ω <600 Ω <600 Ω
Impedância de carga
recomendada >2000 Ω >2000 Ω >2000 Ω
Alimentação 9-52 V alimentação fantasma segundo IEC 61938

(adaptador DPA integrado)
Consumo de corrente <3 mA <3 mA <3 mA
Connetor XLR-3 XLR-3 XLR-3
Superfície negro negro negro
Dimensões 13,5 x 380 mm 13,5 x 380 mm
(diâm. cápsula x compr.) 13,5 x 580 mm 13,5 x 580 mm 13,5 x 55 mm
Peso líquido/bruto 160/480 g 160/480 g

170/500 g 170/500 g 20/480 g
Número de pedido 2965H00110 2965H00120

2965H00130 2965H00140 2965H00150
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5 Especificações

Resposta de 
freqüência &
diagrama polar
CGN 99 C/S

Resposta de 
freqüência &
diagrama polar
CGN 99 H/S

Resposta de 
freqüência &
diagrama polar
CGN 99 C/L

Resposta de 
freqüência &
diagrama polar
CGN 99 H/L

Resposta de 
freqüência &
diagrama polar
CHM 99
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Fig. 9: CGN 99 C/S
+ PS3 F-Lock

Fig. 10: CGN 99 C/S
+ H 500

Fig. 12: CGN 99 C/S
+ SA 60 + ST 1
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Fig. 14: CHM 99

Fig. 13: CGN 99 C/L
+ SA 60 + ST 45

Fig. 11: CGN 99 C/L
+ H 600
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